Which thread sealant is right for me?
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Medium Strength

Disassembly with >
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Hard Strength

Permanent lock =3

Disassembly with
special chemicals

Gas approved

Gas approved

No approvals

Gas approved

Gas &
Drinking water
approved

Gas,
Drinking water, &
Oxygen approved
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Gas approved

Gas &
Drinking water
approved

TAMESON

5331-LOCTITE
Max thread size 3"
-55to +150°C

18-10-LOXEAL
Max thread size 2"
-55to +150°C

5§72-LOCTITE
Max thread size 3"
-5510 +150°C

53-14-LOXEAL

542-LOCTITE
Max thread size 3/4"

-55to +150°C

55-03-LOXEAL
Max thread size 1-1/2"
-55to +200°C

58-11-LOXEAL
Max thread size 2"
-5510 +150°C

586-LOCTITE
Max thread size 2"
-5510 +150°C

B6-T2-LOXEAL

Max thread size 2"
-55 to +230°C

B5-86-LOXEAL
Max thread size 2"
-55 to +200°C
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511-LOCTITE
Max thread size 3"
-55 to +150°C

577-LOCTITE
Max thread size 3"
-55 to +150°C

5778-LOCTITE
Max thread size 3"
-55 to +150°C
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