TAMESON
ML-SC series

Pressure Gauge Safety Cap @40, 50, 63 & 100mm (accessories)

Reference Diameter (mm) Color Reference Diameter (mm) Color
ML-SC-40BLCK 40 Black ML-SC-63BLCK 63 Black
ML-SC-40BLUE 40 Blue ML-SC-63BLUE 63 Blue
ML-SC-40GREY 40 Grey ML-SC-63GREY 63 Grey
ML-SC-40RED 40 Red ML-SC-63RED 63 Red
ML-SC-50BLCK 50 Black ML-SC-100BLCK 100 Black
ML-SC-50BLUE 50 Blue ML-SC-100BLUE 100 Blue
ML-SC-50GREY 50 Grey ML-SC-100GREY 100 Grey
ML-S-50RED 50 Red ML-SC-100RED 100 Red
ENGLISH NEDERLANDS DEUTSCH FRANCAIS

The safety caps act as shock
protectors for the pressure gauge.
They can be used for horizontally
as well as vertically positioned
pressure gauges. For mounting on
a vertical pressure gauge, the
rubber protection is punched
laterally.

De beschermkappen dienen als
stootbeveiliging voor de
manometer. Ze zijn geschikt voor
verticale en horizontale
manometers. Voor montage op een
verticale manometer is de rubberen
bescherming aan de zijkant
voorgestanst.

Die Schutzkappen dienen als
StoRschutz fur Manometer. Sie sind
fur senkrechte und waagerechte
Manometer verwendbar. Fir die
Montage auf einem senkrechten
Manometer ist der Gummischutz
seitlich vorgestanzt.
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Les bouchons servent de protection
antichoc pour le manomeétre. Ils
peuvent étre utilisés avec des
manometres verticaux et
horizontaux. La protection en
caoutchouc est prédécoupée
latéralement pour le montage sur
un manometre vertical.
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