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UKCA DECLARATION OF CONFORMITY

JP Fluid Control
Declares under our sole responsibility that the following products:

JP Fluid Control - Solenoid Valve: CX-xx

Coils types: CS1 & CS3

When mounted on a corresponding

JP Fluid Control - Solenoid Valve: ST-xx or HP-xx or TW-xx or TP-xx or LP-xx or CD-xx
Coils types: CS2 & CS5 & CS8

When mounted on a corresponding

JP Fluid Control - Solenoid Valve: DF-xx or ST-IB or ST-SB or HP-IA or LP-xx
Coils types: CS4

When mounted on a corresponding

JP Fluid Control - Solenoid Valve: CM-xx
Coils types: CS6

When mounted on a corresponding

JP Fluid Control - Solenoid Valve: PV-xx

Covered by this declaration are in conformity with the following directive(s) and standard(s) or other
normative document(s), provided that the products are used in accordance with our instructions.

UK Directives:
e Pressure equipment (Safety) Regulations 2016
e FElectromagnetic Compatibility Regulation 2016
e Electrical Equipment (Safety) Regulations 2016
e The Restriction of the Use of Certain Hazardous Substances in Electrical and
Electronic Equipment Regulations 2012

Standards & date:
e BSEN60730-1:2011
e BS EN 60730-2-8:2002/A1:2003
e BSEN 50581:2012
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